SPECIFICATION
Range: MITESCO
Design: Michele De Lucchi

“Snowsound Technology” sound-absorbing element fixed to the wall.
Panel description:
Both faces with convex section 36 mm thick, consisting of an internal padding in
variable density polyester fiber. The density decreases moving towards the heart of
the panel, which is covered on both sides with Trevira CS® polyester fabric, solidly
applied to the padding. The panel is double sided, with same characteristics on both
sides. It is characterized by the rigid edge obtained by the manufacturing process itself,
without any supporting and/or stiffening frame. The panel is equipped with two series of
punched holes for anchoring to the appropriate supports.
The panel has an Italian Class1 fire reaction and Euroclass B-s2, d0.
The panel is Greenguard Gold certified, which validates its low VOC emission and its
contribution to the quality of the indoor environment.
The panel is 100% recyclable and has no detectable formaldehyde content according
to UNI EN 717-2. It does not contain felts or other organic materials that are hardly
recyclable.
The panel has been tested in reverberation chamber according to UNI EN ISO 354 and
obtained “Acoustic Absorption Class A”, in accordance with UNI EN ISO 11654.
Panel dimension:
			
			
			

75x44 cm
119x44 cm
159x44 cm
All formats can be used both vertically and horizontally
26 cm

13 cm

Fixing description:
Two pairs of techno polymer supports are fixed through the panel holes. Visible on both
sides, covered on the front by a techno polymer casing. A stiffening bar, made of epoxy
powder coated steel, is fixed both to the rear supports and directly to the panel through
screws. The panel can be fixed to the wall using epoxy powder coated spacers (3mm
thick) or directly by means of special screws.
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MITESCO WALL

Available colors:
6071

8033

Blue
4027

8007

Balck

Dark greyo

8004

Red
7013

2005

Silver grey

Carrot orange
3008

Dove-grey

0001

Apple green

4030

1008

White

Sun yellow
7004

Beige

Light green
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SPECIFICATION
Range: MITESCO
Design: Michele De Lucchi

“Snowsound Technology” sound-absorbing element fixed to the wall.
Panel description:
Both faces with convex section 36 mm thick, consisting of an internal padding in
variable density polyester fiber. The density decreases moving towards the heart of
the panel, which is covered on both sides with Trevira CS® polyester fabric, solidly
applied to the padding. The panel is double sided, with same characteristics on both
sides. It is characterized by the rigid edge obtained by the manufacturing process itself,
without any supporting and/or stiffening frame. The panel is equipped with two series of
punched holes for anchoring to the appropriate supports.
The panel has an Italian Class1 fire reaction and Euroclass B-s2, d0.
The panel is Greenguard Gold certified, which validates its low VOC emission and its
contribution to the quality of the indoor environment.
The panel is 100% recyclable and has no detectable formaldehyde content according
to UNI EN 717-2. It does not contain felts or other organic materials that are hardly
recyclable.
The panel has been tested in reverberation chamber according to UNI EN ISO 354 and
obtained “Acoustic Absorption Class A”, in accordance with UNI EN ISO 11654.

159 cm

75x44 cm
119x44 cm
159x44 cm

75 cm

119 cm

Panel dimension:
			
			

44 cm

44 cm

44 cm

Fixing description:
Two pairs of techno polymer supports are fixed through the panel holes. Visible on
both sides, covered on the front by a techno polymer casing. The panel can be fixed to
cables using steel clamps (cod. 7M214 e 7M218)
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MITESCO ON CABLES

Codes: 7M214
Description: Set of 4 steel clamps to use with cables code 7M5170.
They can be applied directly to the Mitesco panel.

75 / 119 / 159 cm

7M214

Codes: 7M218
Description: Set of 4 double-sided steel clamps to use with cables code 7M5170.
They can be applied directly to the Mitesco panel.

75 / 119 / 159 cm

7M218

Code:

7M5170

Description: pair of galvanized steel cables, each 4 m long with a security lead seal on the
top terminal (the cable can be cut to size). The tension rods in nickel-plated metal have
spherical heads. Each tension rod consists of two terminals, one fixed and one adjustable,
which in turn is composed of 3 different threaded components (a spherical terminal, a central coupling element and a cable attachment element). Each terminal has two screws to
fasten the cable. Maximum capacity 10 Kg.

7M5170
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Code:

7M5180

m

0c

10

Description: pair of tubes made in chrome-plated steel, 15 x 30 mm elliptic section and
1000 mm long, both fitted with end caps and coupling in grey high-tech polymer for their
linear connection.

Description: pair of supports for wall mounting of elliptic tubes (code 7M5180) made from
silver grey or matt white epoxy-powder coated steel sheet.

5,3 cm

Codes: 7M5160-GA, 7M5160-BO

3 cm

7M5180

cm

2,4

7M5160-XX
4,6 cm

Description: pair of supports for floor/ceiling mounting of elliptic tubes (code 7M5180) made
from silver grey or matt white epoxy-powder coated steel sheet.

5,1 cm

Codes: 7M5161-GA, 7M5161-BO

cm

2,4

7M5161-XX

7,6 cm

Codes: 7M5166-GA, 7M5166-BO
Description: pair of supports that can be hooked to the elliptical tubes (code 7M5180) with
housing for the spherical terminals connected to the steel cables (codes 7M5170). They
are made from silver grey or matt white epoxy-powder coated steel sheet.

2,4

cm

7M5166-XX

Descrizione: pair of 1-way supports to wall-mount the spherical terminals connected to the
steel cables (codes 7M5170). They are made from silver grey or matt white epoxy-powder
coated steel sheet.

3,2 cm

Codes: 7M5158-GA, 7M5158-BO

2,6

cm

7M5158-XX

cm 3,5 c
m

cm

Description: pair of 1-way supports to floor/ceiling-mount the spherical terminals connected to the steel cables (code 7M5170). They are made from silver grey or matt white
epoxy-powder coated steel sheet.

2,6

4,5

Codes: 7M5159-GA, 7M5159-BO

7M5159-XX

2,6

Description: 2-way support to wall-mount the spherical terminals connected to the steel
cables (code 7M5170). It is made from in silver grey or matt white epoxy-powder
coated steel sheet.

cm

,6

14

9,3 cm

Codes: 7M5140-GA, 7M5140-BO

cm
7M5140-XX

XX=colour options
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Available colors:
6071

8033

Blue
4027

8007

Balck

Dark greyo

8004

Red
7013

2005

Silver grey

Carrot orange
3008

Dove-grey

0001

Apple green

4030

1008

White

Sun yellow
7004

Beige

Light green
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Deze informatie is afkomstig van de website van Zero-Z design / Akoestiekexpert.nl.
Voor vragen, toelichting en meer informatie kunt u contact opnemen met:

Zero-Z design
Jasmijnstraat 6a

Modem 20b

3732 EC De Bilt

7741 MJ Coevorden

T +31 (0)30 2201297
F +31 (0)30 2210692
E info@zero-z-design.nl
W www.zero-z-design.nl
www.akoestiekexpert.nl

